
Dunlap Stone
77-0020

979146

Batch Mix Asphalt Plant

AP-42  Chapter 11.1

Batch Mix Rate (tph) 256 Production (tpy) 144000 Efficiency 99.0%

Operation Hrs (hr/yr) 563 Design Hrs (hr/yr) 8760 Pounds/Ton: 2000

Pollutant EF Lb/Hr Lb/Yr Lb/Yr (Design) Tpy

PM (Uncontrolled) 32.00 8192 4608000 71761920 2304.00

PM (Baghouse) 0.042 10.75 6048.00 94187.52 3.02

SO2 (Natural Gas) 0.0046 1.18 662 10315.78 0.33

SO2 (No. 5 Fuel Oil) 0.088 22.53 12672 197345.28 6.34

CO 0.40 102.40 57600 897024.00 28.80

VOC 0.0082 2.10 1181 18388.99 0.59

NOx (Natural Gas) 0.025 6.40 3600 56064.00 1.80

NOx (No. 5 Fuel Oil) 0.12 30.72 17280 269107.20 8.64

HAPs 0.0077 1.97 1109 17267.71 0.55

Equations used in Calculations:

Potential Emissions (Tpy) = EF (lb/ton) x Mix Rate (tph)  x Design  Hrs (hr/yr)  / 2000 (lb/ton)

Potential Emissions based on Production (Tpy) = EF (lb/ton) x Mix Rate (tph)  x Operation  Hrs (hr/yr)/ 2000 (lb/ton)

TAPCR 1200-03-07-.08

Operation (hr/yr) 563 Design (hr/yr) 8760 Pounds/Ton 2000

Pollutant Lb/Hr Lb/Yr Lb/Yr (Design) Tpy

PM 51.20 28800.00 448512.00 14.40 224.256 19.40



Equations used in Calculations:

Potential Emissions based on Production (tpy) = EF (lb/hr) x Operation (hr/yr) / 2000 (lb/ton)

Allowable Emissions (tpy) = Emission Rate (lb/hr) x Design (hr/yr) / 2000 (lb/ton)

NOTES

Emissions from insignificant activities shall not exceed 5 tpy for PM, CO, and NOx.

PM emissions are based on the TAPCR 1200-03-07-.08.

VOC emissions includes HAPs.


